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: STRUCTURAL STEEL NOTES P\ o\ N
’” B UNLESS OTHERWISE SPECIFIED,THE FOLLOWING SHALL APPLY:
1. MANUFACTURING AND ERECTION SHALL COMPLY WITH | | O BE WETTED FOR 24
SABS 1200 H. @| | HOURS WHERE AFTER TO BE
2. CORROSION PROTECTION SHALL COMPLY WITH MECRANICAL GOMPAGTOR
SABS 1200 HC AND SHALL CONSIST OF ONE LAYER UP TO 6 PASSES
ZINC CHROMATE,APPLIED TO A MECHANICAL WIRE
1400 230 BRUSHED SURFACE IMMEDIATELY AFTER MANUFACTURE.
GRAND STAND SECTION (A-A) | S ONE COAT RUBBERISED BITUMEM PAINT SHALL BE +
O APPLIED TO ALL STRUCTURAL STEEL BELOW FINAL I 1500 I
(Scale 1 100) S FLOOR LEVEL.
. || ol 5 3. ALL WELDS SHALL BE CONTINUOUS, WITH 6mm LEG EXCAVATION DETAIL
10 LENGTH.
4. ALL HOT ROLLED STEEL SECTIONS SHALL BE OF
—— GRADE 300W.
77 ALL COLD FORMED SECTIONS SHALL BE MANUFACTURED
77 FROM COMMECIAL QUALITY STEEL WITH A MINIMUM YIELD
22 STRESS OF 200 MPa. UG 203 X 203 86kg
5. NO WELD AND/OR JOINING OF COLD FORMED SECTION section welded
RC beam-01 SHALL BE PERMITTED WHEN USED AS STRUCTURAL ELEMENTS, to 400 X 400mm
i e.g. PURLINS AND RAILS. BASEPLATE 6mm GUSSET
Detail - 01 AT
PAINTING ON STRUCTURAL STEEL
(IF REQUIRED) I NGL
1. PAINTING SHALL COMPLY WTH RELEVANT SABS i ]
REQUIREMENTS FOR THE PAINT TYPES.
|
2. UNDERCOAT—ONE LAYER, WHITE (SABS 681. TYPE II) o
@ ENAMEL GLOSS — TWO COATS, COLOUR TO BE O
2 SPECIFIED BY CLIENT (SABS 630. GRADE 1)
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SPECIAL NOTES:

ALL DRAWINGS AND DIMENSIONS MUST BE CORRELATED BEFORE
ORDERING OR ANY BUILDING WORK COMMENCES ANY DIFFERENCES
MUST BE BROUGHT TO THE ATTENTION OF THE ENGINEER IMMEDIATELY.

COPYRIGHT IS RESERVED ON ALL DRAWINGS AND DESIGNS.NO COPIES
OR ANY REPRODUCTION OF ANY DRAWING MAY BE USED OTHER THAN
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